12/3/2024 5:39 PM

G:\Projects\46000\46834 Mendel Hall\-0001 Demolition Civi\Dwg\02-Sheet\46834 C100 Site Grading Utility Plan.dwg
Save Date

12/3/2024 5:52 PM Neal A. Altman

Path & Filename
Plot Date

I_

N
N
o

N :
EXISTING RAMP 11&6 N
o TO REMAIN °
1’\6':Z;
*\211@
11'545@ 11%;56
©
I3 > (P
e
< /
ADA RAMP LAYOUT
C600
6% /
\ /\0:‘\13:‘0 /
¢ / ’\"Gfp
/Bﬁq’
1
- R11.0'
(@
o
n
11‘:»'?"S o
Tp)
\ y e
- i
K
L oTe
L ¢
ocC
wn - o §
O
(]
>- ul '22
o |
o
6111 & | ot 1 N
>+ L
o
1 CITY OF PITTSBURGH / 5
Cc600 |STANDARD CONCRETE CURB 8 B
\ bl e S
3 CITY OF PITTSBURGH - ‘ /// s
c600 | REINFORCED CONC SIDEWALK 11%,2:
*\g,ﬂ%- | -J
10.0
410 At & R a©
| A

628

C600

ADA RAMP LAYOUT

A

61

)

R
< 1165'
o

<0 o
91

N
40
a2
QA gt
N

o>
5
1% 0%
<O g
21

FORBES AVENUE 50.06'

> ak
®° s

THE GATEWAY ENGINEERS, INC. RETAINS OWNERSHIP RIGHTS OF ALL DATA WITHIN THE PLANS. DATA CONTAINED WITHIN IS ONLY TO BE USED FOR ITS INTENDED PURPOSE BY ITS RESPONSIBLE PARTY. THE USE, REPLICATION, REPRODUCTION, OR REDISTRIBUTION OF DATA CONTAINED WITHIN IS STRICTLY PROHIBITED AND SUBJECT TO LEGAL ACTION.

Know what's below.
Call before you dig.

1-800-242-1776
Serial No. -

SITE LEGEND

0  |PROPOSED HEAVY DUTY
C000 | CONCRETE PAVEMENT

SITE PLAN NOTES:

1.  ALL DIMENSIONS ARE TO BUILDING FACE, FACE OF CURB OR EDGE OF
SIDEWALK UNLESS NOTED OTHERWISE.

2. CONTRACTOR SHALL PROVIDE ALL LABOR AND MATERIALS FOR THE
INSTALLATION OF SIGNAGE AND PAVEMENT MARKINGS AS SHOWN ON
THE CONSTRUCTION PLANS.

LABELED DIMENSIONS OVERRIDE SCALED DIMENSIONS.

ALL NEW MATERIALS AND CONSTRUCTION METHODS MUST MEET
PADOT PUBLICATION 408 STANDARDS.

5. CONTRACTOR TO WORK AROUND EXISTING UTILITIES, IF
ADJUSTMENTS ARE NECESSARY, WORK WILL BE CONSIDERED
INCIDENTAL.

6. THE CONTRACTOR IS RESPONSIBLE FOR PROVIDING THE NECESSARY
SAFETY MEASURES TO SECURE THE SITE DURING CONSTRUCTION
ACTIVITIES.

7. THE GATEWAY ENGINEERS, INC. IS NOT RESPONSIBLE TO INSPECT
PROJECT SITES TO ENSURE COMPLIANCE WITH OCCUPATIONAL
SAFETY HEALTH ADMINISTRATION (OSHA) STANDARDS.

8. TACK COAT SHALL BE REQUIRED IF PAVING LIFTS ARE NOT
COMPLETED WITHIN 3 DAYS OF EACH OTHER. TACK COAT VERTICAL
SURFACES ALONG SAW CUT LIMITS.

9. WITHIN THE LIMITS OF THE PROPOSED DRIVEWAYS THE
CONTRACTOR SHALL SAW CUT AND REMOVE THE EXISTING
PAVEMENT AND THE EXISTING CURB AND SHOULDER. THE CURB
SECTION OF THE PROPOSED DRIVEWAYS SHALL BE DEPRESSED
ACROSS THE LIMITS OF EACH DRIVEWAY. THE PROPOSED CURB
SHALL MATCH INTO THE EXISTING PAVEMENT AT ALL DRIVEWAY
LOCATIONS. THE CONTRACTOR SHALL CLEAN CONTACT SURFACES
OF ALL EXISTING PAVEMENTS BEFORE PLACEMENT OF PROPOSED
ADJACENT PAVEMENT. ALL JOINTS SHALL BE SEALED WITH A 4-INCH
STRIP OF PG 64-22.

10. THE CONTRACTOR SHALL PROVIDE AND MAINTAIN TRAFFIC CONTROL
MEASURES IN ACCORDANCE WITH PA DOT PUBLICATION 213 “WORK
ZONE TRAFFIC CONTROL” (LATEST REVISION), AND AS REQUIRED BY
LOCAL AGENCIES WHEN WORKING IN AND/OR ALONG STREETS,
ROADS, HIGHWAYS, ETC. IT SHALL BE THE CONTRACTOR'S
RESPONSIBILITY TO OBTAIN APPROVAL AND COORDINATE WITH
LOCAL AND/OR STATE AGENCIES REGARDING THE NEED, EXTENT,
AND LIMITATIONS ASSOCIATED WITH INSTALLING AND MAINTAINING
TRAFFIC CONTROL MEASURES.
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